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CLIMAX SHRINK Discs

CLIMAX Series C733 Standard Duty Shrink
Discs connect flanged coupling halves.
CLIMAX can also supply both complete
couplings and single mating flanges.

Series C732 - Heavy Duty

Locking Screws DIN 931
Mt (ft-lbs) for Grade 10.9

CLIMAX dw-  dw- M,
Part No. min max  Qty. Size (ft-lbs) D

C732M-40 1.575 | 1.000 1.290 620 1,180 4 M8 x 25 22 315 0984 126 0138 1732 1/16
C732M-44 1732 | 1.125 1.419 935 1,649 5 M8 x 30 22 335 1.142 134 0098 1.890 1/16
C732M-50 1.969 | 1.375 1.612 1,772 2,764 7 M8 x 35 22 374 1181 154 0177 2126 1/16
C732M-55 2.165 | 1.500 1.773 1,903 3,040 7 M8 x 35 22 413 1.181 154 0177 2323 1/16
C732M-62 2441 | 1.750 1.999 2,367 3,263 7 M8 x 35 22 453 1181 154 0177  2.598 1/16
C732M-68 2677 | 1875 2193 2,877 4193 8 M8 x 35 22 472 1181 154 0177 2834 3/32
C732M-75 2953 | 2125 2.418 4,478 6,436 7 M10x 40 44 571 1417 181 0197 3307 3/32
C732M-80 3.150 | 2.375 2.580 5,454 6,865 7 M10x 40 44 571 1417 181 0197 3.307 3/32
C732M-90 3543 | 2.500 2.902 5,849 8,863 8 M10x 40 44 630 1575 1.97 0197 3701 1/8
C732M-100 | 3.937 | 2.875 3.224 9,225 12,523 10 M10 x 45 44 669 1.732 213 0197 4.09 1/8
C732M-110 | 4.331 | 3.125 3.547 11,930 16,639 12 M10 x 45 44 728 1969 236 0197 4488 1/8
C732M-125 | 4.921 | 3.500 4.031 19,984 28,242 12 M12 x50 74 846 2126 260 023 5157 3/16
C732M-140 | 5512 | 4.000 4514 23,149 31,334 12 M12 x 60 74 906 2362 291 0276 5748 3/16
C732M-155 | 6.102 | 4.500 4.998 33973 42,047 15 M12 x 60 74 1035 2598 315 0276 6614 3/16
C732M-165 | 6.496 | 4.875 5320 46,646 58,382 10 M16x70 184 1142 2835 346 0315 6.890 3/16
C732M-175 | 6.890 | 5.250 5.643 51,464 61,920 10 M16 x 70 184 1181 2835 346 0315 7.283 3/16
C732M-185 | 7.283 | 5625 5.965 86,296 99,759 15 M16 x 80 184 1299 3622 441 03%4 7677 3/16
C732M-195 | 7.677 | 5.875 6.288 88,918 105,151 15 M16 x 80 184 1378 3622 441 039 8110 1/4
C732M-200 | 7.874 | 6.250 6.449 99,837 107,847 15 M16 x 80 184 1378 3622 441 03% 8110 1/4
C732M-220 | 8.661 | 6.375 7094 | 122,664 154,750 20 M16 x 90 184 1457 4488 528 0394 8.898 174
C732M-240 | 9.449 | 7.000 7739 | 161,804 200,526 15 M20 x 100 361 1594 4724 567 0472 9685 174
C732M-260 | 10.236 | 7.625 8.383 | 206,795 262,157 18 M20x 110 361 1693 535 630 0472 10551 174
C732M-280 | 11.024 | 8.375 9.028 | 260,761 314,308 20 M20 x 120 361 18.11 5827 677 0472 11339  5/16
C732M-300 | 11.811 | 9.000 9.673 | 280,470 335,909 20 M20 x 120 361 19.09 5984 693 0472 12126  5/16
C732M-320 | 12.598 | 9.625  10.318 | 367,340 425,978 24 M20 x 120 361 2047 6299 724 0472 12913  5/16
C732M-340 | 13.386 | 10.250  10.963 | 462,664 547,471 20 M24 x 130 620 2244 6929 787 0472 13701 5/16
C732M-350 | 13.780 | 10.875  11.285 | 542,470 594,477 21 M24 x 130 620 2283 6929 7.87 0472 14094  5/16
C732M-360 | 14.173 | 11.250  11.608 | 534,699 578,401 20 M24 x 140 620 2323 7.087 803 0472 14488  3/8

For C733 and C732 Series Shrink Discs

Shaft Diameter dyy (inches) Tw = Max. Diametrical

Clearance Between

Over To and Including Shaft and Hub Bore
11/8 0.0010
11/8 115/16 0.0015
115/16 43/4 0.0020
4 3/4 7 0.0030
7 10 0.0040
10 14 0.0050
14 0.0060

All dimensions are shown in inches unless stated otherwise. All dimensions and capacities are subject to change without notice.
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¢ Cost effective shaft-to-shaft keyless

connection

¢ High torque and bending moment capacity

¢ Preferred solution for torque-arm mounted
hydraulic drives

e Available with stepped bore upon request

Inch
Shaft Locking Screws
CLIMAX Size Mg Mj,
Part No. Type (in) d (ft-lbs) D dq Qty. Size (ft-lbs)
C600E-062 15 5/8 0.625 167 2.047 1339 1.181 0.079 0827 3 M6 x 30 9
C600E-068 11/16 0.69 184
C600E-075 3/4 0.750 200
C600E-081 20 13/16 | 0.8125 362 2362 1575 1339 0118 1.024 5 M6 x 35 9
C600E-087 7/ 8 0.875 390
C600E-093 15/16 | 0.9375 418
C600E-100 25 1 1.000 624 2598 1732 149 0.118 1.260 7 M6 x 35 9
C600E-106 11/16 | 1.0625 662
C600E-112 11/8 1.125 701
C600E-118 30 13/16 | 1.1875 846 2992 1890 1.654 0.118 1.496 8 M6 x 40 9
C600E-125 11/4 1.250 891
CB600E-137 13/8 1.375 980
CB00E-143 40 17/16 | 1.4375 1,721 3780 2205 1.969 0.118 1.850 7 M8 x 45 22
CB00E-150 11/2 1.500 1,796
C600E-162 15/8 1.625 1,946
C600E-168 111/16 | 1.6875 2,021
CB600E-175 13/4 1.750 2,095
(C600E-187 50 17/8 1.875 3,207 4409 2676 2362 0157 2283 | 10 M8x50 22
C600E-193 115/16 | 1.9375 | 3,314
C600E-200 2 2.000 3,421
C600E-212 21/8 2.125 3,635
C600E-218 60 2 3/16 | 21875 | 4,490 4724 3071 275 0157 2598 | 12 M8x55 22
C600E-225 21/4 2.250 4618
C600E-237 23/8 2.375 4,875
C600E-243 2 7/16 | 2.4375 | 5,003
C600E-250 21/2 2.500 5,132
C600E-256 70 2 9/16 | 25625 | 8,197 5826 3464 3150 0.157 3.110 | 12 M10x65 44
C600E-262 25/8 2.625 8,397
C600E-268 211/16 | 2.6875 | 8,597
CB00E-275 2 3/4 2.750 8,797
CB600E-287 27/8 2.875 9,197
CB600E-293 80 215/16 | 29375 | 11,357 | 6693 4.095 3701 0.197 3.701 10 M12x80 74
C600E-300 3 3.000 | 11,599
C600E-312 31/8 3.125 | 12,082
C600E-325 31/4 3.250 12,566
CB600E-337 33/8 3.375 | 13,049
CB00E-343 90 37/16 | 34375 | 15949 | 7.283 4567 4173 0197 4094 | 12 M12x80 74
CB600E-350 31/2 3.500 16,239
CB00E-362 35/8 3.625 | 16,819
CB600E-375 33/4 3.750 17,399
CB00E-387 37/8 3.875 | 17,979
(C600E-393 100 315/16 | 39375 | 22836 | 7.756 4960 4488 0236 4488 | 15 M12x90 74
CB00E-400 4 4000 | 23,198
C600E-425 41/4 4250 | 24,648

All dimensions are shown in inches unless stated otherwise. All dimensions and capacities are subject to change without notice.
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CLIMAX Series C600 Keyless Rigid Coupling

accommodates different shaft diameters with a
stepped-bore inner ring. Our C600 is a cost-effective
design alternative to a foot-mounted hydraulic drive

J l — with a flexible coupling. See Page 9 for application
details.

Metric

Shaft Locking Screws
CLIMAX Size My Ma
Part No. Type (mm) d (ft-lbs) D dq Qty. Size (ft-lbs)
C600M-6 6 6 0.236 34 138 0748 0630 0.060 0.394 4 M5 x 16 3
Ce00M-7 7 0.276 40
C600M-8 8 0.315 46
C600M-9 9 9 0.354 64 154 0906 0787 0.060 0.512 5 M5 x 20 3
C600M-10 10 0.394 Al
C600M-11 " 0.433 78
C600M-12 12 12 0.472 102 173 1181 1.024 0079 0.630 6 M5 x 25 3
C600M-13 13 0.512 m
C600M-14 14 0.551 120
C600M-15 15 15 0.591 158 2.047 1339 1.181 0.079 0.827 3 M6 x 30 9
C600M-16 16 0.630 168
C600M-17 17 0.669 179
C600M-18 18 0.709 189
C600M-19 19 0.748 200
C600M-20 20 20 0.787 351 2362 1575 1339 0118 1.024 5 M6 x 35 9
C600M-22 22 0.866 386
C600M-24 24 0.945 421
C600M-25 25 25 0.984 614 2598 1732 149 0118 1.260 7 M6 x 35 9
C600M-28 28 1.102 687
C600M-29 29 1142 | 712
C600M-30 30 30 1.181 842 2992 1890 1654 0118 1.496 8 M6 x 40 9
C600M-32 32 1.260 898
C600M-35 35 1.378 982
C600M-36 40 36 1.417 1,697 3780 2205 1969 0.118 1.850 7 M8 x 45 22
C600M-40 40 1575 1,886
C600M-44 44 1.732 2,074
C600M-50 50 50 1.969 3,367 4409 2676 2362 0157 2.283 10 M8 x 50 22
C600M-51 51 2.008 3,434
C600M-54 54 2.126 3,637
C600M-55 60 55 2.165 4,445 4724 3071 275 0.157 2598 12 M8 x 55 22
C600M-60 60 2.362 4,849
C600M-63 63 2.480 5,091
C600M-65 70 65 2.559 8,186 5826 3464 3150 0.157 3.110 12 M10 x 65 44
C600M-68 68 2677 8,564
C600M-70 70 2.756 8,816
C600M-73 73 2.874 9,194
C600M-74 80 74 2.913 11,264 | 6.693 4.095 3701 0.197 3.701 10 M12 x 80 74
C600M-76 76 2.992 11,569
C600M-80 80 3.150 12,178
C600M-85 85 3.346 12,939
C600M-86 90 86 3.386 15,709 | 7.283 4567 4173 0197 4.094 12 M12 x 80 74
C600M-90 90 3.543 16,440
C600M-92 92 3.622 16,805
C600M-96 96 3.780 17,536
C600M-100 100 100 3.937 22,833 | 7.756 4960 4488 0.236 4.488 15 M12 x 90 74
C600M-106 106 4173 24,203
C600M-108 108 4.252 24,660
C600M-110 110 4.331 25,116
C600M-120 120 120 4724 | 42,083 | 9055 5984 5433 0.276 5276 12 M16 x 110 184
C600M-130 130 5.118 45,590
C600M-140 140 140 5.512 65462 | 1142 6.850 6.299 0.276 6.299 16 M16 x 120 184
C600M-150 150 5.906 70,138

All dimensions are shown in inches unless stated otherwise. All dimensions and capacities are subject to change without notice.
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Series C801 Single Nut Locking Assembly

Climax C801 single nut locking assemblies deliver a mechanical interference
fit and provide a high torque capacity without the backlash of traditional
keyed connections.

Climax Series C801 Features:

hW@r—L—‘ e  Single nut design allows for quick and simple installation

e | ower contact pressure

e Limited axial movement of mounted component during installation

e Zinc plated rings with a corrosion resistant nut

ad
2D

e Imperial shaft sizes 5/8” to 3” and metric sizes 15mm to 75mm
/7%7 e  Available from stock in Mentor, Ohio

e  Shaft and bore tolerance on all sizes:+ .003

INCHES

Climax | ShaftSize d D L L SwW Swi A Al M, M, T P2 P,
Part No. (in) (in) (in) (in) (in) (in) (in) (in) (in) | (ft-Ib) (ft-lb) (Ib.F) | (psi)  (psi)

C801E-062 5/8 1.500 0.750 1.250 1.500 0.313 0.313 100 6,504 36,807 15,336
C801E-068 11/16 0.688  1.500 1.500 0.750 1.250 1.500 0.313 0.313 100 186 6,504 33,461 15,336
C801E-075 3/4 0.750  1.500 1.500 0.750 1.250 1.500 0.313 0.313 100 203 6,504 30,673 15,336
C801E-081 13/16 0.813 1.750 1.875 0.875 1.500 1.750 0.438 0.375 125 230 6,806 25,387 11,787
C801E-087 7/8 0.875 1.750 1.875 0.875 1.500 1.750 0.438 0.375 125 248 6,806 23,573 11,787
C801E-093 15/16 0.938 1.750 1.875 0.875 1.500 1.750 0.438 0.375 125 266 6,806 22,002 11,787
C801E-100 1 1.000 1.750 1.875 0.875 1.500 1.750 0.438 0.375 125 284 6,806 20,627 11,787
C801E-106 11/16 1.063  2.000 2.250 1.000 1.750 2.000 0.500 0.563 167 345 7,798 19,468 10,342
C801E-112 11/8 1125  2.000 2.250 1.000 1.750 2.000 0.500 0.563 167 366 7,798 18,386 10,342
C801E-118 13/16 1.188  2.000 2.250 1.000 1.750 2.000 0.500 0.563 167 386 7,798 17,419 10,342
C801E-125 11/4 1.250  2.000 2.250 1.000 1.750 2.000 0.500 0.563 167 406 7,798 16,648 10,342
C801E-131 15/16 1.313 2.375 2.750 1.500 2.000 2.375 0.563 0.500 192 428 7,823 10,540 5,825
C801E-137 13/8 1375 2375 2.750 1.500 2.000 2.375 0.563 0.500 192 448 7,823 10,061 5,825
C801E-143 17/16 1.438  2.375 2.750 1.500 2.000 2.375 0.563 0.500 192 469 7,823 9,623 5,825
C801E-150 1172 1500 2.375 2.750 1.500 2.000 2.375 0.563 0.500 192 489 7,823 9,222 5,825
C801E-156 19/16 1563  2.625 3.125 1.688 2.250 2.625 0.563 0.688 234 544 8,359 8,410 5,006
C801E-162 15/8 1625  2.625 3.125 1.688 2.250 2.625 0.563 0.688 234 566 8,359 8,086 5,006
C801E-168 111/16 1.688  2.625 3.125 1.688 2.250 2.625 0.563 0.688 234 588 8,359 7,187 5,006
C801E-175 13/4 1750  2.625 3.125 1.688 2.250 2.625 0.563 0.688 234 609 8,359 7,509 5,006
C801E-181 113/16 1813  2.875 3.563 2.000 2.500 2.875 0.625 0.750 409 965 12,775 9,348 5,894
C801E-187 17/8 1875  2.875 3.563 2.000 2.500 2.875 0.625 0.750 409 998 12,775 9,037 5,894
C801E-193 115/16 1938 2.875 3.563 2.000 2.500 2.875 0.625 0.750 409 1,031 12,775 8,745 5,894
C801E-200 2 2.000 2875 3.563 2.000 2.500 2.875 0.625 0.750 409 1,065 12,775 8,472 5,894
C801E-206 21/16 2.063 3125 3.750 2.125 2.750 3.125 0.625 0.813 442 1,118 13,007 7,87 5,195
C801E-212 21/8 2125  3.125 3.750 2.125 2.750 3.125 0.625 0.813 442 1,152 13,007 7,640 5,195
C801E-218 23/16 2188 3125 3.750 2.125 2.750 3.125 0.625 0.813 442 1,186 13,007 7,422 5,195
C801E-225 21/4 2250 3.125 3.750 2.125 2750 3.125 0.625 0.813 442 1,219 13,007 7,215 5,195
C801E-231 25/16 2313 3.375 3.875 2.250 3.000 3.375 0.688 0.750 467 1,213 12,585 6,416 4,396
C801E-237 23/8 2375  3.375 3.875 2.250 3.000 3.375 0.688 0.750 467 1,245 12,585 6,247 4,396
C801E-243 27/16 2.438  3.375 3.875 2.250 3.000 3.375 0.688 0.750 467 1,278 12,585 6,087 4,396
C801E-250 2172 2.500 3.375 3.875 2.250 3.000 3.375 0.688 0.750 467 1,311 12,585 5,934 4,396
C801E-256 29/16 2.563  3.625 4.063 2.375 3.250 3.625 0.688 0.813 500 1,303 12,205 5,319 3,760
C801E-262 25/8 2.625  3.625 4.063 2.375 3.250 3.625 0.688 0.813 500 1,335 12,205 5,192 3,760
C801E-268 21116 2.688  3.625 4.063 2.375 3.250 3.625 0.688 0.813 500 1,367 12,205 5,072 3,760
C801E-275 23/4 2.750  3.625 4.063 2.375 3.250 3.625 0.688 0.813 500 1,398 12,205 4,956 3,760
C801E-281 213/16 2.813  3.875 4.250 2.500 3.500 3.875 0.750 0.813 550 1,453 12,402 4,679 3,396
C801E-287 27/8 2.875 3.875 4.250 2.500 3.500 3.875 0.750 0.813 550 1,486 12,402 4,577 3,396
C801E-293 215/16 2.938  3.875 4.250 2.500 3.500 3.875 0.750 0.813 550 1,518 12,402 4,480 3,396
C801E-300 3 3.000 3.875 4.250 2.500 3.500 3.875 0.750 0.813 550 1,550 12,402 4,386 3,396

* All dimensions and capacities are subject to change without notice.

Engineered Shaft Locking Solutions™
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Series C801 Single Nut Locking Assembly

Climax C801 single nut locking assemblies deliver a mechanical interference
fit and provide a high torque capacity without the backlash of traditional
keyed connections.

0 Climax Series C801 Features:
A T'L—1 e  Single nut design allows for quick and simple installation
h@%% e | ower contact pressure
e Limited axial movement of mounted component during installation
=l = e  Zinc plated rings with a corrosion resistant nut
e |Imperial shaft sizes 5/8” to 3” and metric sizes 15mm to 75mm
%4;7%7 e Available from stock in Mentor, Ohio
A e  Shaft and bore tolerance on all sizes:+ .003

METRIC

D | L L SW Swi A Al M, M F,
(n) (mm) (mm) (mm) (mm) (in) (mm) (mm) (Nm) (Nm) (kN)  (psi) (psi)

C801M-015 | 15 0.591 38 38.1 19.1 32 1.500 8 8.9 136 218 29 39,013 15,373
C801M-016 16 0.630 38 38.1 19.1 32 1.500 8 8.9 136 232 29 36,548 15,374
C801M-017 17 0.669 38 38.1 19.1 32 1.500 8 8.9 136 247 29 34,372 15,374
C801M-018 18 0.709 38 38.1 191 32 1.500 8 8.9 136 261 29 32,487 15,374
C801M-019 19 0.748 38 38.1 191 32 1.500 8 8.9 136 276 29 30,746 15,374
C801M-020 20 0.787 45 47.6 222 38 1.750 i 9.5 170 304 30 26,250 11,748
C801M-022 22 0.866 45 47.6 222 38 1.750 il 9.5 170 334 30 23930 11,748
C801M-024 24 0.945 45 47.6 222 38 1.750 T 9.5 170 364 30 21,900 11,748
C801M-025 25 0.984 45 47.6 22.2 38 1.750 sl 9.5 170 380 30 21,029 11,748
C801M-028 28 1.102 51 57.2 25.4 46 2.000 12.7 14.3 225 483 34 18,709 10,298
C801M-030 30 1.181 51 57.2 25.4 46 2.000 12.7 14.3 225 517 34 17,404 10,298
C801M-032 32 1.260 51 57.2 25.4 46 2.000 12.7 14.3 225 552 34 16,243 10,298
C801M-034 34 1.339 60.5 69.9 38.1 50 2.375 14.3 12.7 260 591 35 10,297 5,802
C801M-035 35 1.378 60.5 69.9 38.1 50 2.375 14.3 12.7 260 608 35 10,007 5,802
C801M-036 36 1.417 60.5 69.9 38.1 50 2.375 14.3 12.7 260 626 35 9,717 5,802
C801M-038 38 1.496 60.5 69.9 38.1 50 2.375 14.3 12.7 260 660 35 9,282 5,802
C801M-040 40 1:575 67 79.4 42.9 60 2.625 14.3 175 316 ™ 37 8,267 4,931
C801M-042 42 1.654 67 79.4 42.9 60 2.625 14.3 17.5 316 778 37 7,977 4,931
C801M-045 45 1.772 73 90.5 50.8 65 2.875 15.9 19.1 554 1,277 57 9,572 5,947
C801M-048 48 1.890 73 90.5 50.8 65 2.875 15.9 191 554 1,363 57 8,992 5,947
C801M-050 50 1.969 73 90.5 50.8 65 2.875 15.9 19:1 554 1,419 57 8,557 5,947
C801M-055 55 2.165 80 95.3 54 70 3.126 15.9 1951 600 1,593 58 7,542 5,221
C801M-060 60 2.362 86 98.4 972 75 3.374 1725 20.7 635 1,684 56 6,236 4,351
C801M-065 65 2.559 92 103.2 60.3 82 3.626 17.5 20.7 680 1,770 54 5,366 3,771
C801M-070 70 2.756 92 103.2 60.3 82 3.626 17.5 20.7 680 1,906 54 4,931 3,771
C801M-075 75 2.953 100 108.0 63.5 90 3.874 17.5 20.7 750 2,081 55 4,496 3,336

* All dimensions and capacities are subject to change without notice.

Engineered Shaft Locking Solutions™





